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VTrak Setup Task List 


“ask 3: Unpacking he Vira (blo) 
Task 2: Mourng VTak ina Rack (gage 3) 

‘ask 3: Making Management and Data Connections (page 5) 
‘ask &: Powering On the System (age 8) 

“ask Inti Satu (eag2 9) 

“ask 6: Configuring the VTak (gage 12) 


For complete formation about your Vek E620! and 2610s subsystems, see 
tes especive VMak Product (user) Manuals on the Sofware CDs 


Task 1: Unpacking the VTrak 


“Th Vira box contain the folowing tem 


Virak uot + RaIL4o-D89 sera data cable 
Quick Stat Gute + 15m (49) Power cots (2) 
Letand rigttcantermaunt + CDs SNMP Nes, Praget (user) 
brackets Manual and Quek Star Gude 


Let and it mounting als 


Waring 


"The eecronieconponeris win he Viak ask aay ae 
senstve to damage tom Elecao Sate Discharge E50), 
(Observe approprateprecautons at a umes when handling the 
Vira or te subassemblies 


‘caution 
"Teas to persons ae eed io salah ae Va 
‘subsystem fom the box and place ino a rack 


Important 


‘Use he folowing coegoies of neta cables wih ViVi 
até, petered 


Qe b> 


Task 2: Mounting VTrak in a Rack 


“Te E60 subsystem insta othe rack using the supped mounting als. You 
an also use your exstng rls 


Figure. VTrak mounted ina rack with the supplied rail 


rive bay (20 1) 


: 
/| 


Noung cds (ocd 
‘ae rack post ‘out ouce Set pos 


cautions 
7 Aileast a persons are required to slely i, place ana 
‘ach he VFrak subsystem wo a rack 


+ Da na tor move the VTeak subeystem bythe hands, 
power suppose the conor ut old the subsystem 
feo 

+ De not instal the VTrak subsystem ino a rack with ras to 
Suppo the subsystem, 

+ Only a quai electiian who is tami wth henson 
procedure shoud mount and eal the Viraksueeten, 

+ Besure al switches are OFF before isang the Vrak 
subsystem or exchanging compangets 


“onsale Trak subsystem rio 2 rack wth the supplied mounting as 
4 Check te fof he mounting alsin your ack system. 
2. Adjust the length ofthe mounting rls as needed 


Ath he mounting al assembles othe ouside ofthe rack poss using 
the ataching screws tom yourrark sytem. See Figure 2. 


Be sure the supports on the otiom facing inva 
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‘Square the ral assemblies in the rack 
Tighten the austen screws ad the ataching Screws. 

Place he VTak subsystem ont the ais 

‘Secre the VTrak subsystem ta the rack tough each hand, using he 
‘aching sews tom your rack system. 


Figure2. Rack mount assembly dlagram 


Rack ont post Rack back post, 


Rall ataching screw Ral atgching screw 
(atime) (roti 


Ral agutiment screw Ra austen screw 


Inside of post Insite of post 


8. Remove he dive cai rom he packing and instal thm i the cive 
bays ofthe Virak enclosure. See Figure 2 


8. Plugin the power suply cons. 


Task 3: Making Management and Data Connections 
\Vrrak models have to RAID contotes. Each controler hasan Ethernet PS) 
Naragement Pot eonozctr at enaes yout mono he Trak over your 
network using he WeDPRM PROe Soktare:Viaksippons HTTP, HTTPS, and 
Tet proteas 
‘The VTrak AD contol have Wo 4-Gb Fibre Chana! (FC) connections fr 
he ata por, See Figure 3 
‘ou can cong your VIak fo: 

Sorage Ares Network (SAN) 
Dect Atached Storage (OAS) 
3800 Expansion using # SAS daa connection 
Figure3. Vitek RAID controller connectors 
bre Chanel data por 2 


Fixe Channa data pot 2 Eemnectr 


‘SAS expansion Management 
pat (05800) par 


rk ui Sa ide 


Configuring a Storage Area Network 

‘storage area network (SAN) requires 
‘AFilne Channel seh 
‘Ale Channel HEA card inthe Mac Pro 
‘Aneto sien 

“oestablahthe daa path 
‘Connect one ofthe Fibre Channel data pors onthe VItak controler your 
Fixe Channel such, 

‘oestablsh the management pat: 

4 Canect he Management porton the VTrak conto your network 
sich au 

2. Connect each Mac Pros NIC to your network sth 


Figure 4. SAN data and management connections 


Ftce channel 
‘ac Pra (ite cation 


Configuring Direct Attached Storage 

Dect atached storage (OAS) requires: 
“wo Fre Channel HEA cars inte Host PC or Server 
A twer site 

“ocstablahthe daa path 
‘Connect on othe Fibre Channel data prs onthe VItak controler your 
Fixe Channel uch, 

‘oestablsh the management path: 

41 Camect he Management porton the VTrak conto your network 
sich See Figure 5 

2. Comect he Mac Pro's NIC your network sch 


Figure. DAS data and management connections 


Network Sieh 


fui 
| 


bn 
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Task 4: Powering On the System 


“Tare le spect sequence to folow when you power on your VTak and Mac 
Pra system 


Figure 6. Vivak and Mac Pro power on sequence 


es 


po 


ice ait 
po 


Power on your system components inthe folowing sequence: 
1 Vitak 36108 subsystems 
2 Virak E04 subsystem 


Task 5: Initial Setup 


\VTrak Default Network Settings 
Component Dealt Seng 
TT NERVE POT TESS TOUT 


‘You must change these network stings so the VTiakwerks on your network 
“The sting change equres a ser eamnacton rm your computer tte VT 
‘Your computer acwates the Command Line Iertace (CL) onthe Vrako make 
the equted changes 


Set 


\9 up a Serial Connection 
“Tare are wo mods o make the al network setings: 
Xserve Server - Requres ZTerm sofare 
Mac Pro Requires ZTerm softare ard USB-o-0809 adapter 
Xserve Server 
Before you bein 
1 Got inip:hamepage.mac comidahersonitemy ae download the 2Term 
terminal emulation snare 
Insta etm onto your Xserve serve 
2. Fal theRa21-10-D89 seta cable that ships with he VTak 
‘ach te R21 en ofthe sail cable tothe seal connector anon 
tthe Vita contrler modules. See Figure 2 
‘tach te DEQ en ofthe sell ele othe sal connector an the Xserve, 


Figure 7. Xserve Server serial connector 
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‘ostup ase conection ah Via 
ee 4 
‘he Local opens ne esp 
2 Frm the Ze ropoun men. hone Stings > Comecon 
Seth Data ate 1500 ane cick the OX tn 
2. Pres Ener onc onc the 
‘he Copan the Loa clo, The preamps ok he is 
airinarnrct> 
ya se Lge rom pe asa and ress Ee 
Tenat he Pass rnp, pe password an ress Ete 
4 Got eg Seg on Vato page 
MacPro 
sre jou bea 


1 Gotmimp.hamepage.mac comidahersonitem’ are download the 2erm 
terminal emulation sare 


Insta Term ont your Mac Pro 
2. Obtain 8 USB-D89 adapter. 
neal ne str foc te USE o-DB9 adapter amo your MacPro, 


‘Figure 8. An example ofa USB-10-089 adapter 


ag end se end 


| Pd theRa21-4o-D69 serial cable ships withthe Vira 
‘ach te R213 en ofthe sal cable tothe RI serial connector an one 
tf the Vira conler modules. See Figure 2. 


Atach he 099 en fhe seri cal tothe D8 connector an the USEo- 
eo adapter Se Pe 
Atach ne USE ed othe USB-0-089 adapt AUS porn te Me 
Te-setup asta cooeston wih Vink 
2 onjouriacrn diece tom desep ton oon, SE 
‘The Lota wndow opens on the dese. 
2 From the zTem dropdown meus, choose Stings > Connection. 
Se he Data at 0 15200 anc cick the OX bon, 
2. Pest Ene once toaunch the CL 
‘The CU opens the Local window. The prompt shoud okie fs: 
adnineratarect> 
iyo see Lop romp ype administrator od pes Ent 
‘Ten ale Pastor prompt, pe password an res Ete 


4 Goto Making Setings on VTak” below, 


Making Settings on VTrak 
1 Typete flowing sting 1 set the sytem date and time, then press Ent 
sdminsratortel> date-a mod 2008107125 -¢ 14:50:05, 
Inthe above example, the date and tie ae ined as examples oly 
Use yyy forthe date and 2 28*hur clock ar he ume 
2._Typete folowing sing 1 set the Vinual Management Pot Padess and 
‘ner setings then press Enter 
‘unsrator> neta mod-t mgmt-s “dhep=enable™ 
To vey he stings, type net and press Ente 
ainistratar@c> net 


Gi Port Type 1 ask ‘cateway Link 


1" Mgmt” 192.168 10.85 255.55 2550 16268101 Up 


Note that he akiressdesenbed above belongs tothe Virak subsystem, 
otto one ofthe RAD controler 


“The Paces and subnet mask sho here are examples ay, 
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Important 


‘Femember ie? address, You wiluse heap adreseolog mio 
\Wabbao1 PROe, seepage 12 


4 Type the folowing sing i set the RAID Conwoler I adresses and ater, 
stings, then press Ener. You most st each Controle separatey. 
aminstratar@ci> net-a mod mgmt-m 1-5 “dhepzenabe" 
nistratar@ci> net-a mod mgmt-m-c2-s “dhepzenable" 
5 To very he maintenance mode setings, type et and press Ent 
sinnistrator@gci> net-m 


oe 2 
“ype: Management Ethernet IPlype: Pvt 

Yop tee 0 101 Tsk: 295 255.255.0 
MAC: 00:01 55:AE:02:AE ons: 0.000 
Gateway: 102.168.10.1 DHCP: Desbles 


“Te Paces and subnet mask show here are examples ay, 


‘Toexe ZTem, press Command-Q 


Task 6: Configuring the VTrak 


‘You can configure your Virak system automatcaly by means ot a sript, 
avalabe onthe Ape website 


Preparing Your Script 
“o prepare your configuration sep: 
1 Dauble-cke this ink napsupper. pple. coovh200, 
“The Stine are sted under Conigure va script 
2. Carel read the desceprons and choose he script hat maces your 
Appleton. Cick he senpt ramet choose i. 


1 ighight the enti stp fom eegin Copy trough Wd Copy then press 
anmanes © 0 copy 


4. Open TextEdit and pres Command: Vio paste the scp ita ane He, 
From he erapdown menu, choose Format > Make Pain Text 
Be sure you conver the contguation scrip toa plain tet le 


Task: Contin the Vr 


5. Choose Fle > Save As, name the scp fl, and ck he Save buen 
‘Your configuration seg ready to mportinio WebPAM PROS. 


Logging into WebPAM PROe 
“olog into WebPAN PROE 
Open Satan 
2. nthe aes fi pe in he I adres ofthe VTvak Management part. 
‘See step 3 under “Making Setngs on VIrak’ on page 1. 
+ WebPAM PROS uss an HTTP connection, sail 
+ Emer ve irks Management Por iP address... 192.168.1085 
Together, your entry ook ke his example: 
nnpns2i6a2085 
11 Who the log-in sreen (Figure ) appears 
“ype administrator inthe User Name et 
{ype password in the Password ld 
lek ine Login bution 
‘The UserName and Password are case sensitive 
8. Clek the Login buton 
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Checking Your Physical Drives 
‘he contguraton stip only works when allot your physical drives ae 
uneanfiguted you ae seting up your VTak system forte fst be, al ot your 
‘ves wl be ungontigured. 

“ocheck yur physical dives: 

1 nee Vow, clk the Vira eon, Enclosures con, Enclosure icon, 
‘and Physical Dives Bea, 

2 Under the ntrmaton tab, chack Operational Status and Contguation, 
Operational Stas is OK and Coniguaton is Uneantigured, your 
ysl drives are ready run the configuration sep. 

‘Figure 10 Physical drive information 


i 


you have created any ask arays, logical dives. or spare aves, you must 
delete them before you un the sep Be sure you back-up your pont data 
fest. then delete the disk aays and legal dives. See the VTrak Product (Use) 
Manual onthe Sofware CD frist. 


Task: Conn he Vea 


Importing and Running Your Script 
ompor and run your coniguation script 


4 In ee Vi, clck the Administrative Tools con, then clk the import 
tn 


Figure 11. The import nk under Administrative Tools 


2. Ine impor Fa dalog box, choose Canfguraian Ser rom the Type 
‘opdown mem 


Figure 12.Importng a Contiguration Seript 


Inthe Inport Fe dialog box, ck he Choose File buon and navigate to 
the fli where you saved the coniguation fle Clik ihe configuration fle 
fn les the Choose ton. 
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Saar 
5. Inthe import Fe dialog box, ck he Next buon, 
Figure 35. Clicking the Next button 


5 nthe Waming bo, eck he OK btn, 


Figure 16.Clicking the OX button 


OD 


‘he conguraon Srp takes abut 30 to 45 seconds to upload and rn 
\Wer the saripis done, new disk ays and logical dives appear in 
{ree View 


Figure 27.An example of Tree View after running a configuration sript 


‘The exact appearance of Tee Vew depends upon how you st up your 
system and winch spl you chase, Your VT system snow contoured 
and 280) tse 


ak Quek Sat Gute 


